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Membrane Filter 

Hydrophilic and excellent for tissue 
culture,media,and buffers due to very 
low protein and nucleic acid binding 
and excellent flow rates.The PES 
membrane shows better chemical 
resistance than cellulose acetate. It is 
widely used in clinical/toxicology,ion 
c h r oma t og r aphy, I CP- M S, AA S ,an d 
capillary electrophoresis for strong 
bases,alcohols,proteins,peptides.

Introduction

Product Specifications

Pore Szie
(µm)

Diameter（mm）

13 25 47 90 142

400pcs/pk 200pcs/pk 100pcs/pk 100pcs/pk 50pcs/pk

0.1 M13PES010 M25PES010 M47PES010 M90PES010 M142PES010

0.22 M13PES022 M25PES022 M47PES022 M90PES022 M142PES022

0.45 M13PES045 M25PES045 M47PES045 M90PES045 M142PES045

Order information 

Note Typical flow rate test under the pressure 10psi (0.7kg/cm²).:        

Material PES （Polyether Sulfone）Membrane Filter

Wettability Hydrophilic PH 2~13 Thickness 100±15

Diameter 13mm, 25mm, 47mm, 90mm, 142mm, 293mm

Pore Size（µm） 0.1 0.22 0.45

Minimum Bubble
Point (Mpa)

0.039 0.024 0.02

Typical Flow Rate,
(mL/min/cm²)

≥6 ≥12 ≥30

PES




